
Product Data Sheet
CHAIN & CABLE                  #QUA01170
With PTFE

Features
● With Penetrating Teflon Gel

● Clean Lubricant

● Safe on Most Plastics

● Effective in Underwater Conditions

● Effective From -30°F to +500°F

Description
Quality Aerosols Chain & Cable with PTFE is an excellent long life formula that has very effective
pressure capacities. Our Chain & Cable with PTFE has been formulated as an effective Gel that 
penetrates even the most extreme situations. 

Applications Product Specifications

Our Chain & Cable with PTFE is great for Color Charcoal

applications where extreme pressure or Odor Solvent

temperatures play an important role in equip- Solids N/A

ment breakdown. Our Chain & Cable has an pH N/A

excellent long life that works in underwater Specific Gravity 0.76

situations. Physical State Liquid

% VOC 31.00%

Evaporation Rate >1

Directions Boiling Point N/A

Shake can before use for approximately 30 Flash Point Concentrate:  476°F

seconds. Spray liberally in short bursts from Propellant: -132.23°F

12-15 inches. Repeat as needed. Storage Store in a cool, dry, and well-

ventilated area. Do not handle

or store near open flame or

other sources

Can Size 16 oz

Net Weight 12 oz

UPC Number 13964 55845

               For More Innovative Products from Quality Aerosols Spray Pattern Tight Mist to Stream

             Visit us at www.qualityaerosols.com Shelf Life 1 Year +

VOC Compliant CARB/OTC Yes

Health 2 Recyclable Packaging Yes

Flammability 2 Ozone Depleting Compounds No

Reactivity 0 Transportation Information

Personal Protection A Class # 55

Proper Shipping Name Consumer Commodity, ORM-D

NMFC 48580-3

Shipping Weight 13.0 lbs

Packaged 12 cans per case

24 hr. Medical Emergency 1-800-424-9300 US

1-703-527-3887 International
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